TITLE: SACRIFICIAL COMPONENT 
INVENTOR'S NAME: Shawn L. Lloyd, et al. 
SERIAL NO.: 10/815,465 DOCKET NO.: 884.C22US1 

1/6 




FIG. 1 



TITLE: SACRIFICIAL COMPONENT 
INVENTOR'S NAME: Shawn L. Lloyd, et al. 
SERIAL NO.: 10/815,465 DOCKET NO.: 884.C22US1 

2/6 




TITLE: SACRIFICIAL COMPONENT 
INVENTOR'S NAME: Shawn L. Lloyd, et al. 
SERIAL NO.: 10/815,465 DOCKET NO.: 884.C22US1 



200 



250- 



342 



3/6 



340 240 
t. 



330 



OOOCD O/O OOOOGa 

00060000000 

OOO QOO OOOOO 



o o oj4^ y y y o o o, 

■e^oTinn Hooo 



OOOn 

000U 



nOOO 

puUooo 
ooooopooooo 
00000000000 

OOOO op OOOOO 



230 



251 



220 



204 



252 



FIG. 3 



410 



430 



f 00000 dp 0006 

00000 oio OOOO 



\ 00 
00 
00 
00 



loooo 
00 



00 
00 
00 
00 
00 



OOOQ 

00000000000 
00000000000 



100 



120 



FIG. 4 



TITLE: SACRIFICIAL COMPONENT 
INVENTOR'S NAME: Shown L. Lloyd, et ol. 
SERIAL NO.: 10/815,465 DOCKET NO.: 884.C22US1 

4/6 




TITLE: SACRIFICIAL COMPONENT 
INVENTOR'S NAME: Shawn L. Lloyd, et al. 
SERIAL NO.: 10/815.465 DOCKET NO.: 884.C22US1 



5/6 




910 



FIG. 9 



TITLE: SACRIFICIAL COMPONENT 
INVENTOR'S NAME: Shawn L. Lloyd, et al. 
SERIAL NO.: 10/815,465 DOCKET NO.: 884.C22US1 

6/6 



1000 



1010 

ELECTRICALLY CONNECTING AT LEAST ONE DISCRETE 
COMPONENT TO A LAND SIDE OF A SUBSTRATE 
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d. 

FORMING SOLDER BALLS ON 
THE LAND SIDE OF THE SUBSTRATE 
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ATTACHING AT LEAST ONE NON OPERATIONAL, SACRIFICIAL 
COMPONENT TO THE LAND SIDE OF THE SUBSTRATE 
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PROVIDING A FUSE WITHIN THE 
NON OPERATIONAL, SACRIFICIAL COMPONENT 
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MOLDING MATERIAL AROUND A FUSE 
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